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the cistern and pan have china to china contact. 
(N.B Cistern to Pan assembly bolts are to be tightened down evenly, alternating between 
the left and right bolt until the cistern and pan have china to china contact). 
(DO NOT OVER TIGHTEN). 
2.Assemble the Water control valve to the 1/2" BSP inlet thread.
3.Connect the supplied Female Flexi connector to the Water Control Valve.

(DO NOT OVER TIGHTEN).

4.Place cistern lid on top of the cistern and check push button workability.
5.Assemble the seat using the seat assembly instructions supplied in the seat box.

Run a bead of plumber grade silicone around the pan and up the edge of the wall to finish off.

DO NOT USE OFFSET PAN COLLARS ON S OR P TRAP INSTALLATIONS AS 

THIS WILL COMPROMISE WASTE DISCHARGE. DOING SO WILL VOID THE 

PRODUCT WARRANTY. 

IMPORTANT: 
Sand and debris move through water pipes. Always Flush the line prior to connecting 
Toilet Suite inlet pipe to Water Control valve. 

CARE & MAINTENANCE 

Avoid using abrasive or acid based cleaning products. 

WARRANTY: 

This Toilet Suite is warranted to be free from manufacturing defects for a period of: 

10 Years vitreous china 
2 Years, Valves, fittings and seat. 
1 Year, seals and labour. 

This warranty does not cover against normal wear and will be voided if the product is misused 
or not installed in accordance with these instructions. 
In the event this product is rendered obsolete and a replacement product is required. 
Oliveri Solutions Pty Ltd reserves the right to supply a product of equal substitution at their 
discretion. 

Our goods come with guarantees that cannot be excluded under the Australian Consumer Law. 
You are entitled to a replacement or refund for a major failure and for compensation for any 
other reasonably foreseeable loss or damage. You are also entitled to have the goods repaired 
or replaced if the goods fail to be acceptable quality and the failure does not amount to a major 

failure. 

SERVICE 
If the problem represents a danger, or damage to property may occur, immediately shut off the 
water supply. 
If the toilet requires servicing, please contact your installer (preferably the one who installed it). 

If the installer is satisfied that the problem is not due to poor installation, 
contact T2 Services Pty Ltd for assistances on: 

Ph :(07)55960738 

Fax:(07)55273353 
Email:oliveri@t2services.com.au 

https://oliveri.com.au/service-and-warranty 

If the warranty service agent finds that the toilet is not faulty, T2 Services Pty Ltd reserves right 
to pass on any callout fee to the householder. 
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SET OUT DRAWING 

standard Pan Connector: 

Pan Set Out: 50~ 170 
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OPTIONA PAN CONNECTOR SOLD SEPERATELY: 

180 ± 5 

180 ± 5 

UNIT:MM 

MU1263T & MU1263W & MU1263SC Installation Instructions 

FRONT VIEW

FRONT VIEW
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